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RAZORTECH ™

Super Smooth  
Riding Hull

QUIK-HITCH ™

Trailer Catch  
System

10 YEAR 
Surtees Hull 
Warranty

ANTI-ROLL LOCK ™

Shut-off Gate For  
Additional Stability 
Underway

ANTI-ROLL ™

Stability Ballast  
Technology

TOUGH DECK ™

Super Rigid  
Hull Construction

SAFETY 
BUOYANCY
Airtight Flotation 
Compartments
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  SURTEES IQ™ THE INTELLIGENCE BEHIND SURTEES INNOVATIONS:

The name says it all. Surtees Pro Fisher opens up a whole new experience for fisho’s  

that want nothing to get in the way of them and their catch.

Surtees Pro Fisher Centre Consoles are serious fishing machines offering 360 degrees  

of manoeuvrability and fishing space.

Given the incredible popularity of the 575 Pro Fisher, it made sense that serious  

anglers would want a larger option and the 610 Pro Fisher was deployed with all of  

the Surtees SiQ™ technology.

610 
PRO FISHER



All our boats are safety certified  
to the European CE Safety Rating,  
globally the most strict safety  
standard and recognised in over  
70 countries worldwide.

European CE 
Safety Rated
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LOA 6100mm

STANDARD FEATURES

Overall length                   6100mm

Hull thickness                    5mm 

Top side & console thickness                 3mm

Side thickness          4mm

Recommended HP            100-150

Under	floor	fuel	tank										 200L

Beam                        2260mm

Max load                   775kg

Water ballast            340L

Dry hull weight          700kg

Deadrise                                 19°

Number of people                    6

Height on trailer                 2350mm

Length on trailer (engine down)  7555mm

Approx tow weight                    1360kg

STANDARD SPECIFICATIONS

610 
PRO FISHER

- Anti-Roll™  Stability Ballast Technology

- Anti-Roll Lock™ Shut-off Gate  
for additional stability underway

- Safety Buoyancy Compartments

- Tough Deck™  Super Rigid Hull 
Construction

- Razortech™  Super Smooth  
Riding Hull

- Toughened tinted glass windscreen

- Alloy rod holders 

- Boarding ladder

- Navigation LED lights

- 2000GPH Bilge pump

- 2 X USB outlets

- Battery voltage readout 

- 6 fully welded stringers

- Bow roller & bollard

- Anchor, rope and chain

- Large dashboard

-	Spray	deflection	chines

- Cup holders

- Grab rails - bow, side and stern

- 8 Way backlit switch panel

- Hydraulic steering

-	Fully	welded	tread	plate	floor

- Anchor locker

- Side storage shelves

- Deck grip

- Full graphics

- Offshore transom with boarding 
platform

- Battery Box, isolation switch

-	Fuel	filter	and	fuel	line

- 110i VHF & 1.8M Aerial 

- Foldaway rear seat 

-	Surtees	branded	prop	flag

- Bait station with 3 rodholders


